
PIERI® MARB-A-LIKE is an all-weather, non-staining form release
agent for easy, void-free and smooth release of concrete.
PIERI® MARB-A-LIKE produces high quality architectural precast
finishes.

PIERI® MARB-A-LIKE will not interfere with paints or other coatings
when properly applied and is high temperature resistant while
providing corrosion resistance to steel forms with no powdery
residue. Coverage: approximately 2,500-3,000 ft2/gal (61-74 m 2/L).

Dosage

▪ Specific Gravity: 0.80
▪ Flash Point: 133°F (56°C)

Additional Usage Recommandations

▪ Apply PIERI® MARB-A-LIKE by brush, roller, sprayer, lightly oiled mop or by fogger on steel, sealed concrete and wood forms, fiberglass,
Plexiglas or other synthetic forms. PIERI® MARB-A-LIKE provides high quality void-free snow-white smooth castings and can be used with
gray cement.

▪ Remove any oil or grease residues from prior use of other release agents. Apply PIERI ® MARB-A-LIKE on the forms to cover about 3,000 sq.
ft. / gal. Do not over apply and allow to dry for approximately 10-15 minutes before pouring or placing concrete into the treated form.
Finally, strip the mix from the forms after adequate curing.

▪ Do not allow the over-sprayed release to dry if additional mopping or wiping will be required.

Shelf life 24 months
 

▪ 275 gallon tote
▪ 55 gallon drum
▪ 5 Gallon Pail

▪ Product has a shelf life of two years from date of manufacture if
stored in in a cool dry place, in its closed original container.  Keep
away from all sources of heat, sparks or flame.

Prior to any use, please read carefully the Safety data Sheet.
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The information contained in this technical data sheet is given to the best of our knowledge and the result from extensive testing - which were conducted in order to remain as objective
as possible. However, it cannot, in any case, be considered as a warranty involving our liability in case of misuse or any different use of our products, other than those from the
"Applcation" paragraph of this technical data sheet. Some application tests should be carried out before using the product to ensure that the methods of use and conditions of
application of the product are satisfactory. Our technical assistance is at the disposal of the users.
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